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Ing. Ronald Hoogendijk

Expert Condition Monitoring and Lubrication

▪ Asset Management & Development

▪ T:  +31(0)251 495716

▪ E:  ronald.hoogendijk@tatasteeleurope.com

Ir. Koen Varga

Maintenance Improvement Manager

▪ Engineering, Centre of Expertise

▪ T: +31 (0)251 49 48 91

▪ E: koen.varga@tatasteeleurope.com
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Journey to Reliability

Leverage Industry 4.0 to increase uptime and optimize maintenance costs
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AMDC
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HD Technology 1
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HD Technology 2
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Normal 1 2 3 4



HD Technology 3

11



HD Technology 4

12

Filter 3
500 Hz – 10 KHz

Velocity
No envelope filter

Time to replace!

Stage 1 2 3 4

Filter 4
5 KHz – 40 KHz



Analysis 

13



Visualization Edger 1
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Visualization Edger 1 North
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Visualisation in detail
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Old Edger 1 New Edger 1 since august 2019

Condition Monitoring results 1: Edger 1 gearbox
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Condition Monitoring results 2: Edger 1 motor
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Do you have any questions?

Tata Steel

Engineering, Centre Of Expertise

koen.varga@tatasteeleurope.com / ronald.hoogendijk@tatasteeleurope.com

www.tatasteeleurope.com


